
About Europower
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Industry Standard

Peak PV Solar Standard

Add�t�onal value from Peak PV Solar L�near Warranty

LINEAR PERFORMANCE WARRANTY
12 Year Product Warranty / 25 Year L�near Power Warranty
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Cert�fied to w�thstand severe env�ronmental cond�t�ons

Ant�-reflect�ve & ant�-so�l�ng surface m�n�m�se
power loss from d�rt and dust
Severe salt m�st, ammon�a & blown sand res�stance,
for seas�de, farm and desert env�ronments

Excellent mechan�cal load 2400Pa & snow load
5400Pa res�stance

Warranted rel�ab�l�ty and str�ngent qual�ty assurances
well beyond cert�fied requ�rements

Module Imp b�nn�ng rad�cally reduces str�ng
m�smatch losses

Excellent PID Res�stance

Excellent low �rrad�ance performance

Industry lead�ng lowest thermal co-effic�ent of power

KEY SALIENT FEATURES

PPV144-530W-550W

144 CELL
Mono PERC Module

1500VDC
Max�mum System Voltage

530-550Wp
Power Output Range

21.3%
Max�mum Effic�ency

Europower Enerji A.S., operating on 38.000m² production area, develops and 
manufactures products for LV, MV and HV electrical systems with an experienced, 
solution-focused and highly skilled engineering team.

With the support of latest technology machinery and production capabilities, we 
manufacture;

All products are manufactured in compliance with international standards and type 
tested at internationally accredited laboratories. Europower Enerji offers a wide range 
of engineering services, such as; project design, project management, automation & 
SCADA, commissioning, supervision, eld tests and training services.

Europower Enerji and its afliates are also specialized on electrical and 
electromechanical EPC projects in Turkey and abroad. We consistently deliver high 
quality turn-key projects for high-prole clients in a wide variety of industries. In 
addition to these, Europower Enerji performs type tests, routine tests and eld tests for 
equipment up to nominal voltage of 245kV (up to 1200kV BIL and 500kV at power 
frequency) in our internationally (TURKAK) accredited high voltage testing laboratory.

Europower Enerj� ve Otomasyon Teknoloj�ler� San. T�c. A.Ş.

Saray Mah. Atom Cad. No:�� Kahramankazan / Ankara

T: +��.��� ��� �� �� (pbx)  F: +��.��� ��� �� ��

www.europowerenerj�.com.tr

HIGH PERFORMANCE
MONOCRYSTALLINE
PERC MODULE



Model Number

Rated Power in Watts-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power current-Impp (A)

Module Efficiency (%)

PPV144-10-530M PPV144-10-535M PPV144-10-540M PPV144-10-545M

530 535 540 545

49.40 49.50 49.60 49.70

13.55 13.64 13.74 13.84

41.75 41.87 41.99 42.11

12.70 12.79 12.87 12.96

20.5 20.7 20.9 21.1

2STC: Irrad�ance 1000 W/m , Cell Temperature 25 ºC, A�r Mass AM1.5 accord�ng to EN 60904-3.

Module Effic�ency (%): Round-off to the nearest number.

ELECTRICAL DATA (STC)

Model Number

Rated Power-Pmax (Wp)

Open Circuit Voltage-Voc (V)

Short Circuit Current-Isc (A)

Maximum Power Voltage-Vmpp (V)

Maximum Power current-Impp (A)

PPV144-10-530M PPV144-10-535M PPV144-10-540M PPV144-10-545M

394.6 398.5 402.0 405.8

46.58 46.68 46.77 46.87

11.11 11.18 11.27 11.35

38.60 38.70 38.80 38.90

10.22 10.30 10.36 10.43

2NMOT: Irrad�ance 800 W/m , Amb�ent Temperature 20 ºC, W�nd Speed 1 m/s.

ELECTRICAL DATA (NMOT)

Frame

J-Box

Cables

Connector

Solar Cells

Cell Configurat�on

Module D�mens�ons

We�ght

Superstrate

Substrate

MECHANICAL DATA

Anod�zed Alum�n�um Alloy type 6005-2T6, S�lver Color

Potted, IP68, 1500VDC, 3 Schottky bypass d�odes
24.0 mm  (12AWG), Pos�t�ve(+) 350mm, Negat�ve(-) 350mm (Connector Inc.)

PV-SY02, IP68

Monocrystall�ne

144 cells (6x12+6x12)

2279x1134x35mm

27.8 kg

H�gh Transm�ss�on, Low Iron, Tempered ARC Glass

Wh�te Back-Sheet

Max Ser�es Fuse Rat�ng

L�m�t�ng Reverse Current

Nom�nal Module Operat�ng Temperature (NMOT)

Temperature Coeffic�ent of Voc

Temperature Coeffic�ent of Isc

Temperature Coeffic�ent of Pmax

Operat�onal Temperature

Max�mum System Voltage

TEMPERATURE & MAXIMUM RATINGS

25A

25A

44°C ± 2 °C
-0.275% / °C
0.045% / °C
-0.35% / °C

-40°C ~ +85°C

1500VDC

Number of Modules per Conta�ner

Number of Modules per Pallet

Number of Pallets per Conta�ner

Packag�ng Box D�mens�ons (LxWxH) �n mm

Box gross We�ght (kg)

PACKAGING CONFIGURATION

40ft(HQ)

620

31

20

2325x1150x1250

910

Our Partners:

I-V character�st�cs at d�fferent temperatures
2(AM1.5, 1000/m )
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I-V character�st�cs at d�fferent �rrad�at�ons

PPV144-535W

D�mens�ons of PV Module Un�t: mm

1134±2mm
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PPV144-10-550M

550

49.80

13.94

42.23

13.02

21.3

PPV144-10-550M

409.6

46.98

11.48

39.0

10.90




